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Loop detectors and conduits shall be installed prior to the instailation of pavement markings.

All pavement markings are to be considered as existing.

Revision ‘G’ is a revision to the traffic signal built in

July, 1970 under S.H.A. Contract No.: AA-TTBX-5T75.

4. All underground ond overhead utilities shown on these plans are schematic and are not
to be considered complete. The Contractor shall be responsible for notifying all utility companies
prior to construction so that all utilities may be located in the field. If the Contractor perceives
that a conflict between the utilities and the traffic signal equipment will occur, the Contractor shall
notify the appropriate Project Engineer immediately.
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CONSTRUCTION DETAILS ‘

A. Install base mounted NEMA 6 cabinet/controiler. and necessary equipment.

B. Install 27 ft. steel twin mast arm pole with a 50 f+. ond 70 ft. mast arms. vehicle signal heads.,
signs, 20 ft. lumingire arm: and 250 watt HPS luminaire {Note: one 3 in. PVC conduit bend).

C. Install 21 ¥t. steel mast arm pole [cut from a 27 Ft. pole] with 70 ft. mast arms vehicle signal heads.
and signs (Note: one 3 in. PVC conduit bend).

Install 2 in. polyvinyl chloride [Schedule 80] electrical conduit - trenched.

GEDOMETRIC LEGEND Revision “G*

Install 3 1n. polyvinyl chloride [Schedule 80] electrical conduit - trenched. REVISIONS \

Install 4 in. polyvinyl chloride [Schedule 80] electrical conduit - trenched.
. Use existing handhole.
Use existing conduit.
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TRAFFIC ENGINEERING DESIGN DIVISION

Use existing mast arm pole. signs. and signal heads. Rewire existing signal heads to new base

UTILITY LEGEND mounted cabinet. Disconnect and re-run all loop detector cabies and cables for fire house
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